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HIGH END SYSTEMS 


FEATURES 


¢ Smooth CMY color mixing provides an 
infinite palette of color 


¢ 2 fully rotating, fully indexable litho 
wheels each feature 5 replaceable 
lithos or effects and 1 fixed open 
position 


¢ Variable frost 
¢ Variable iris 


¢ Variable strobe—can dim while 
strobing 


¢ Remote focus 
¢ Standard 18° lens 


¢ Optional Wide and Narrow Angle lens 
(wide angle: 30°; narrow angle: 13°) 


¢ LithoPatterns® high resolution glass 
gobos deliver customizable, 
near photo-quality image projection 
¢ Full optical dimming and fade to black 
¢ Optical encoders automatically 


correct the head's position 
if manually moved 


OPERATION 


¢ 370° pan and 255° tilt movement 

¢ Operates on 24 DMX channels in 
standard protocol 

¢ Power Consumption: 750 W max; 100V 
— 240V, 50/60Hz 


¢ Auto-switching power supply 


Source: MSR 575/2 
Output: 9,000 lumens 
Color temp: 6200° K 400000 
Life: 500-750 hours 
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Source: MSD 575 

Output: 7,500 lumens 
Color temp: 5600° K 200000 
Life: 2,000 hours 
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CONSTRUCTION 


¢ High resolution microstepping motor 
control for smooth motion at all 
speeds 


¢ Stunningly fast, smooth, and quiet 
yoke movement using proprietary 
multi-phase technology 


¢ Computer designed optical 
components for maximum light 
efficiency 


¢ Convection cooled for quiet, fanless 
operation via integrated heatsink and 
reflector combination 


OPTIONS 
¢ Wide and Narrow Angle lens (wide 
angle: 30°; narrow angle: 13°) 


¢ MSD 575 lamp (for enhanced 
lamp life) 


© 18° to 30° zoom covers the range 
of the most popular fixed lenses 


¢ No loss of light output from standard lenses 


¢ Replaces variable frost function 


¢ Available both as complete fixture 
and as an upgrade 


¢ Ask your sales representative 
for more information 
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MECHANICAL 
SPECIFICATIONS 
¢ Height: 713.3mm (28 in.) 

¢ Width: 551.2mm (21.7 in.) 

¢ Depth: 305mm (12 in.) 

¢ Weight: 26.76kg (59 Ibs.) 
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